1“:‘

8¢08

-
Ty
1

NACA TN No. 1284

NATIONAL ADVISORY COMMITTEE
FOR AERONAUTICS

TECHNICAL NOTE

No. 1264

STRESSES IN AND GENERAL INSTABILITY OF MONOCOQUE CYLINDERS

WITH CUTOUTS
IV - PURE BENDING TESTS OF CYLINDERS WITH SIDE CUTOUT

By N. J. Hoff, Bruno A. Boley, and
Louis R. Viggiano

Polytechnic Institute of Brooklyn

~FE—

Washington
February 1948

AFMDC
TECHM oL LIDRARY
1

;o= - 4
Foar i Lul

WlEN

WN ‘G4V) AUvHEN HOTL

B



LT .

: DLuyyyg?
NATIONAL ADVISORY COMMITTEE FOR AERONAUTICS

TECHNICAT. NOTE NO. 1264

STRESSES IN AND GERERAT INSTABILITY OF MONOCOQUE CYLINDERS WITH CUTOULS
IV — PURE BENDING TESTS OF CYLINDERS WITE SIDE CUIQOUT

By K. J. Hoff, Brumo A. Boley, and
Iouls R. Vigglano

SUMMARY

Nine 24-ST Alcled cylinaers of 20—inch dismeter, 39-iInch to
Q0—inch length, and 0,012-inch well thickness, reinforced with 2k—ST
aluminum-alloy stringers and rings, were tested in pure bending. On one
side of the cylinder, situsted symmetrically with respect to its horli-—
zontal plans of symmetry, there was a cutout extending over 12.9 inches
or 19.3 inches in the longltudinal direction and over an angle of u5°,

900, or 135° in the circumferentiel direction. 'The strein in the
stringers and in the sheet covering was measured with metalectric strain
gages.

The stress distribution on the complete side of the cylinders
deviated little from the linesr law valid for cylinders without a cubout.
On the cutout side, however, the stresses were consideraebly reduced In
the stringsrs over the middle portion of which the cutout extended. In
the edge stringers, that is, stringesrs bordering the cutouts, the stress
increassed in the middle of the cylinder. The meximm value of the stress
was sbout 10 percent higher than the value calculated from the conven—
tionel bending formula Mc/I when I was taken as the moment of inertia of
the cross sectlon of the portion of the cylinder where the cutout was
situated. The only exception was the mexirum stress In ocne cylinder
with a large cutout, which stress amounted to 195 percent of that
&glven by the formmls Mo /I whon the loed was 80 percent of the buckling
load. In the calculation of the moment of inertia, the effective
wldth of sheet was used.

A1l the nine coylinders tested falled 1n general 1nstabllity. The
crest of the main bulge was located at the edge stringer on the com-
pression side and secondary bulges appeared usuelly near the lowermost
stringer in the cylinder. The buckling loads of the cylinders having
cutouats extending over 45°, 90°, and 135° were 80.5, 59.7,and 58.7
(68.6, 65.5,and 60.8) percent, respectively, of the buckling load of
the cylinder wlthout. & cutout. The values 1n parentheses refer to
cylinders having 8 stringer=s, the other velues to cylinders having
16 stringers.



2 : : - NACA TN Fo. 126k

The cylinders carried large loads even after buckling. In general
the silze of the bulge snd the number of the bulges increased when the
loading was continued after the first buckling.

INTRODUCTION

The problems of the distribution of the stresses in and the general
instabllity of reinforced monocoque cylinders having cutouts were dis-
cussed 1n three earlier reports (references 1 to 3). These investigations
dealt wlth cylinders in which the cutout was situated on the compressaion
slde. In the present report, results of experiments are presented that
were cobtalned with cylinders in which there was on one side of the
cylinder a cutout symmetric to the meutral axls of the cylinder.

Two major effects of cutouts in monocoques are to be noted. One is
the redistribution of stress near the opening. The present report glves
results of straln measurements which were obteined st the Polytechnic
Institute of Brooklyn Aercmautical Leboratories with nine circular
oylinders tested in pure bending. A later report will contain theoretical
calculations apnd a comparison of the theory with experiment. It maey be
mentioned here, however, that good agreement hes been obtained between
the theoretical and the experimental axial stresses. The second item
investigated 1s the effect of the cutout on the fallure of the oylinder.
This effect is included in the one first mentioned if failure occurs in
the form of materiel fallure, local buckling of a thin-walled element,
or buckling of a stringer between two adjacent frames.

An entirely new problem arises, however, when failure is caused by
general instabllity. General instebllity 1s defined sg the simultaneocus
buckling of the longitudinal and circumferential reinforcing elements of
a monocoque cylinder together with the sheet attached to them. This type
of buckling of reinforced circular monocogque cylinders s each heving a
symmetric cutout and subJected to pure bending, was recently investigated
at Polytechnic Tnstitute of Brooklyn Aeronautical Iaboretories and is
described in references 1 znd 3. An experimental report of the general
instebility of reinforced monocogue cylinders having no cutout is aveill—
able iIn reference 4. It is rather obvious that a cutout in a monocogue
cylinder makes general instability possible undsr a load smaller then
the buckling load of a complete cylinder.

The second purpose of the investigations described in the present
report was to collect data regarding the buckled shape and the dbuckling
load of cylinders having side cutoute of different sizes. In a later
report an attempt will be made to develop a strain-energy theory of the
general instability of reinforced monocoque cylinders with silde cutout.
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SYMBOIS

distance from neutral exis
stringer spacing meesured along circumference
Young's modulus

moment of 1lnertla of cylinder croms mection with respect
to neutral axis

moment of inesrtla with respect to nmeutral axis of cross
section of portion of coylinder where cutout is& situated

applied bending moment
critical banding moment (at general instability)

distance from neutral axis of cylinder cross esection with
cutout

offectlive width of flat panel

offective width of ocurved pansl

shear strein

normal strain in sheet in circumferential direction

celculated normel strain in axisl direction ’

bimkling strain of nonreinforced clrcular cylinder umder
wniform axial compression

experimental normasl straein In exisl dlrection
buckling strain of flat penel under uniform compression
axlel strain in stringer

normel strain in sheet covering in axial directlion
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TEST SPECIMENS, RIG, AND PROCEDURE

The test cylinders are shown in the schematic drawings of
figures 1(2) and 1(b). They were numbered consecutively from 35 to W3.
They consist of a 24-ST Alclad sheet covering of 0.012-inch thiclmess,

elight or slixteen 24-ST aluminum-alloy stringers of-g-inch sguare sectlon,
1l
and a number of 24-ST aluminum-alloy rings of-g- by -%-inch rectangular

gection. The diameter of the cylinders is 20 inches and their length
varies from 39 to 90 inches. Xxcept for the length of the cylinder snd
the locatlen of the cutout, the cylinders were constructed in exactly the
same mammer as those described in reference 1. In the teast series of the
present report, each cylinder had a cutout on one slde extending over two

or three ring fields and one to six stringer fields.

The test rig and the attachment of the cylinders to the rig were
very much the same as those used in the tests described in reference l.
Figure 2 is a photograph of the test setup and figure 3 a close-up of the
swiveling parallel-linkage mechanism inserted between the loading head
end the loading srm. The upper Jjoint of this mechanism 1s attached to
the loading head by means of ball thrust bearings, while at the lower
Joint a ball bearing constitutes a roller which can transmit to the
loading head compressive forces only. The rest of the mechanlsm is a
simple parallel linkage.” The swiveling arrangement was provided in order
to permit twisting of the monocoque cylinder at buckling. In the
experimenta, however, no such twisting could be obaserved.

As in the earlier tests, the load was applied by means of a mechan-
ical jack and its magnitude was measured by Baldwin-Southwark SR-k
metalectric strain gages type A-1 cemented to s calibrated load link.
The strain Iin the test cylinders was measured in every stringer 1in two

end bands 5%—inches from the edge of the end rings, except in Cylinder Ll
in which the end band was 3%.1nches Prom the end rings. The strain was

a2lso measured in the middle band Iin the plane of symmetry of the cylinder
and with some cylinders in as many as three additional bands between the
ends and the middle of the cylinder. The measurements were made with
pairs of SR-L4 type A-1 strain gages cemented to opposite aides of the
stringer and connected in serles, in order to obtain the average normel
strain in the stringer. In Cylinder 4O the axial straln was measured als
in the sheet coverina on the tension side around the cutout in the middle
of elght panels by pairs of SR-4 type R-4 equilateral strain rosettes
cemented to each side of the sheet covering. In addition, the rosette
resdings were used to determine the shear strain in these panels.

In reference 1 it was mentioned that s systematic decrease in the
normal strain was cbserved from the loading head in the direction of the
end stand. Since the observation was made in the evaluation stage of the

work after completion of all . the experiments, the reason for this
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increase could not be investigated at that time. At the beginning of the
pregsent test series, an Investigation dieclosed that the losd in the cable
+that had one end attached to the loading head and the other to the counter—
welght wvaried during the loading. The variations were attributed to
friction In the sheeaves, parbicularly when the direction of the cable
became ineclined because of the deformations of the test specimen. For
this reason, for Cylinders 36 to 43 all the experiments were carried out
wlth a calibrated load link inserted in the ceble between the loading head
end the first sheave, and the force in the cable wes measured at the
beglnning of each stage of loading. If this force devlated from the known
weight of the loading head, welghts were added or teken off until the
required load reading was obtained. In this mamner the systematic error
discussed in reference 1 was eliminated. The accuracy of the measurements
was the same as in the experiments described in reference 1. The meximum
error of the strzin measuremsnts wes found to be +10 X 1 inch per inch.
The applied load was meeswred with an error of less than 50 pounds.

ANATYSTS AND DISCUSSION

Presgentation of Test Results

Results of the strain measurements in the stringers are presented
for one or both end bends, for the middle band, and in some cases for
intermediate bands of the cylinders. The presentatlon 1s In the form of
dilagrems in which the strain is plotted against the distance of the
stringer from the horizontal dismeter of the cylinder. These basic data
are contained in figures I to 30. The shear strain measured in the panels
of Cylinder 4O is indicated in figure 31.

The effect of the size of the cutout upon the strain is shown in
figures 32 to h2. Figures 32 to 35 contain comparigons of the strain
diagrams corresponding to cubouts of small, medium, and large slize in the
circumferential direction, Figures 36 to 39 present the variation of the
axlal strain along the edge stringer and the stringer next to the edge at
different values of the applied bending moment. Filgures 40 to k2 are
strain trajectories.

The veriation of the strain with applied bending moment is plotted
in figures 43 to 46 for a few stringers of three representative cylinders.

The final results of the experimental investigation are presented in
figures 47 to 49, Figures L7 and 48 show the strain factors for various
percentages of the buckling loed. The strain factor is deflned as the
meximm strein measured in the cylinder et a glven load divided by the
maximum strain corresponding to the same loed as calculeted from the
formula Mo/I, in which I, 4s the effective moment of inertis of the
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cross section (calculated with consideration of the effective width of
sheet) of the cylinder at the location of the cutoutw The value of the
bending moment at buckling is shown In figure 49 as a function of the

pize of the cutout and the number of stringers contained in the cylinder.

Some of the experimental deta are contained In the two tables. In
table I the applied bending moments are compared with those calculated
from the strain values measured in the various baendas., In teble IT dasta
related to the buckling of the cylinder are glven. The buckled shape of
the cylinder can be seen from the photographa presented as figures 50
and 51.

Nonlinearlty of Normal Strain Distributlion

It is customary in alrplene stress snslysis, and entirely Justifiled,
to sssume that the normal stress 1s distributed according to a lineer
law and that the neutral axis 1s the horizontsl dlameter of the cylinder,
when a pure bending moment ls applled in a vertlcel plane to a reinforced
monocoque cylinder. The linesrity of the stress dlstrlibution is = conse—
quence of the assumption that plane sections perpendlicular to the axis of
the unloaded cylinder remain plene and perpendicular to the axis when the
cylinder 1g distorted by the spplied moment. The astress distributlon
remaling linear even when the sheet covering buckles on the compression
alde of the cylinder but the neutral exis shifts toward the tension side.
The normal stress can still be celculated by the simple formula Mc/I
provided that in all those panels where the gheet 18 in a buckled state
the effectlve width of the sheet rather than the total width is considered
when the centrold and the moment of lnertla of the sectlon are determined.
These conclusions were borne out by the experiments described in
reference 4.

The situation is entirely different, however, when there 1s a cutout
in the monocoque cylinder. Stringers from which portlons heve been cut
out offer lilttle resistance to axlal dlsplecement, so that the streas
distributlion in the cylinder is not linear when the end sectlons of the
cylinder remain plane duwring the distortions. Conversely, if the stress
ie applied to the end sections of the cylinder corresponding to the
linear pattern assumed in bending theory, then during the ensulng dis—
tortions of the cylinder the end sections do not remain plane.

In the experiments presented herein ag well as I1n those of
references 1 and 4 the end sections of the cylinder were forced to remain
plane during the tests. In the tests of reference L some shimming was
neceaesary in order to achleve linearity of the digplascements, and this
linearity could be checked with the aid of the strain—gage readings.

In the present tests, as well as I1n those of reference 1, no direct
check of the linearity of the dlsplacemsnts was possible, since a plane
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end section d1d not correspond to a linear strain distribution. Neverthe—
less the rigidity of the end rings and loading head 1s belisved to have
been sufficlent to keep the end sections plane, because these elements
were materlslly heavier than those used in the tests described in
reference 4 whereas the maximum applied moments were smsller.

An indirect proof of the plans distortion patterm at the end rings
was obtailned snalytically. The stresses in the stringers were calculated
on the basls of the assumptlon that the end rings remain plane, and the
gtrain dletribution obtained was In good agreement wlth that measured.
Detalls of these calculetlions and comparisomns are given In Part V of
the present investigation (reference 5).

Tf there is a cutout in a reinforced monocogue cylinder, at some
distance from the cutout in the axial direction both the displacements
and the stremses will be distributed linearly within the accuracy required
in snglineering calculations. It appears, however, that this dlstance 1s
considerable. Deviations from the linear law for the strese distribubion
were observed on the cubout side of each cylinder In the end bands, except
in Cylinder U3, which was 90 inches long snd hasd a cubtout exbtending over
90° in the circumferential direction and 12.86 inches in the axial
direction., Figures 29, 28, and 30 corresponding to the middle band, the
intermediste bard, and the end band, respectively, of Cylinder 43 show
how the deviations from linearity decrease wilth distance from the cutout.
Bands G and H are in the middle of the cylinder, band D at a distance
equal to 80 percent of the diemeter from the edge of the cutout, and
band N at = distance equal to 166 percent of the dlameter from the edge of
the cutout.

Tn the present tests linsesrity of the displacements was enforced at
the end sections since this condltion is considered to be in bhetter agree—
ment with reality than lineerity of the stress distribution. Moreover,
this end condition 1s more convenient for experimental work.

Ag in references 1 and k4, the fundemental strain data cobtalned in
the tests are presented in a number of diagrems. TIn figures L to 30 the
ordinste is the dlstance of any 1ndividual stringer from the horlzontel
diamoter of the cylinder, and the sbscissae 1s the straln meassured in the
gtringer. An Iindividual curve is drawn for each stage of loading, and
three individusl disgrams, related to elther the middle bend and the two
end bands, or to the middle band, ons end band, and one Intermediate band,
are presented for each test cylinder. The followlng observetlons may be
made in connection with these dlagrems: '

1. The stress distribution is sensibly linear on the side
opposite to the cutout.

2, TIn the intermediste and end bands on the cutout slde of
the cylinder the stresses aere considerably reduced in the stringers
having the middle portioms cut outb.
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3. The deviations from linesrity in ths intermediate and end
bands on the cutout side of the cylinder are slight 1n the case of
the 45° cutout, greater in the case of the 90° cutout, end very
lergs in the case of the 135° gutout. The effectof the circum—
ferential size of the cutout upon the linearity of the stress dls—
tribution in the end band cen be best—seen in figures 32 and 33 in
which strain diagrams are prosented for the cutouts of different
sizes corresponding to the same applied bending moment.

k., TIn the middle of the cylinder on the cutout side there are
in general slight or no deviations from linearity in the case of
the l1-50 cutout. The deviations become more and more noticeable when
the slize of the cutout is Iincreamed to 900 and 1350. In most cases
there 18 an increase in the stress In the edge stringer. In some
cases there 1s also a marked increasse in the stress in the stringer
ad Jacent to the edge stringer. A comperison of the strein diagrems
of the middle bande of cylindsrs having different—size cutouts 1s
presented in figures 34 and 35.

5. The slight effect of a small-aize cutout upon the stress
distribution is in contrast with the comparatively large effect
observed in the tests described In reference L. This difference
18 easlly understandable, however, if 1t 1s remembered that in the
eerliexr tests the small-—aize cutout caused a dlscontinulty in the
originelly most highly streased stringer, whereas In the present
case the small cutout dlsturbs at most the sbringer that is located
at the originsl neutral axlis of the cylinder and carrlies no load.

6. In the case of Cylinder U3 one stringer located at the
nsutral axis was removed over a length corresponding to two ring
flelds. The effect of thie very slight disturbance became
negligible only at a distance of 166 percent of the diameter from
the edge of the cutout. The strain dilasgrems presented in
figures 4 to 30 Indicate that the effect of cutouts involving e
greater number of stringers extends over far greater distances.

7. The agreement was found to be good between strain values
mezsured In strain gages locasted symmetrically with respect to the
vertical plane of symmetry of the cylinder.

Strain 1n Sheet Covering

The strains calculated from the rosette readings are recorded in
figure 31 for four applled bending momentg. The exlal strains were used
when plotting the strain trajectories of figure 42, They were Found to
be in good egreement with the strains measured in the stringers.
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The ocircumferentisl strelin wes compressive In the panels where the
axlal strain wvas tensile, Tts megnitude was between approximastely
ocne=third and oms~fourth of thet of the axial strain,

In the sbgence of an applied shear force the shesr—straln distri-—
bution should be antisymetric with respect to the wvertical plene of
symmetry of the cylinder. Consequently, shear strains located symmet—
rically to the middle of band E in figure 31 should be equal in magnitude
and opposed in sign. In reality, the axis of antisymmetry appears to be
ghifted slightly to the left In this figure. The magnitude of the shear
strain is between approximetely one—seventh and one-ninth of the exiel
straln.

Equilibrium of Forces and Moments

The resultent force and the resultent moment were calculated from
the strein measurements in each band. They are listed Iin table I
together with the values of the eppllied moment, In the calculation it
was agsumed that on the tension side the entlre sheet was fully cerrying,
whereas on the compression side the effectlive wldth of sheet was deter—
mined with the aid of the formmlas

2w = 2w +<ecm'ved/est~c) (a - 2w)
o = l}flat/ (eetr ) ecmed)]l/3d “

The critical values of the strain were taksn as

€orgp = 03 X 10-% (16 stringers)
€orat = 0.17k X 107 (8 stringers) (2)
€curved = 3 X 107%

The agreement between the moments applied and those calculated was
found to be reasonebly good. The axial force resultent was almso smsall
en compered with the total tenslle force on the tension side and the
total compressive force on the compression sids of the cylinder, the
dlfference of which is the force resultent. In genersl the bending
moment calculated from the strain readings in the end band was found to
be greater than that in the middle bend. The reason for this phenomenon
ig the fact that in the end bands the sheet carried 1llttle stress because
1t was not atbached to the end rings. On the other hand, in the middle
of the cylinder the sheet 1ls fully carrying on the tension slde since
the stress dlstribution there corresponds closely to that obtalnable in
an infinitely long cylinder. Because in the caleculatlon of the effective
width no distinction was made between middle band and end bands, the same
rales being used for all bands, exeggerated values were obtained for the
bending-moment resultent at the end of the cylinder.
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Strain Variation along Stringsrs

The variation of the strain in the edge stringers of Cylinders hLl,
b2, and 43 and the variation of the strain along the stringer next to
the edge stringer in Cylinder 42 are presented In figures 36 to 39. At
each stage of loading the strees In the middle of the stringer lis
higher than in any other place along the stringer. Since in these
cylinders only the stringer at the neutrel axis 1s discontinuous because
of the cutoubt, the increase in the strain in the middle of the stringer
18 probebly due to the fact that the edge stringer hes to carry the load
that would be carried in a complete cylinder by the sheet 1f it had not
been removed. In some of the figures there 1s a slight increase in
- stringer straln at the ends of the cylinder. Thils may be attributed to

the fact that the stringer has to cerry the loed that the sheet cannot
carry because it 1s not attached to the end rings.

Strain Trejectories

Filgures 40, 4l, and U2 present the strain trajectories of
Cylinders 35, 38, and 40, respectively. The cylinder 1s imagined to be
cut along a stringer and developed into the plane of the drawing. The
location of the stringers and the rings ls shown. Points on the developed
surface subJjected to the same stralin are comnected wlth lines denoted as
trajectories. Since each trajectory represents a constant vaelue of
strain, the trajectories had to be constructed by meens of interpolation
between the measured values of the straln.

»

The trajectories may be visualized as the contour lines of =a -
topographic map of the strain surface. The characteristic feature of all
the contour dlagrams corresponding to the present series of tests as
distinct from those of the diagrams corresponding to the gsymmetric cut—
out series described In reference 1 1s the prevelence of almost hori-
zontal stralght llinses. This shows that the presence of a cutout near
the neutral axis dlsturbs the straln dilstributiomn In the complete
cylinder much less than does a cutout on the compression side.

Systematic deviatlions from the stralght lines can be observed only
near the cutout. They Indicate an increase in the strain in the edge
gtringer in the middle of the cutout and a decrease in the straln near
the cutout in the stringers that are interrupted by the cutout. In most
figures this latter deviation could not be determined accurstely because
of the emall number of strain readinge. The curves are indicated, there-
fore, by dashed lines.

' Variation of Strain with Applied Moment .
In figures 43 to 46 the strain is plotted against the applied

moment for a number of stringers. The curves sre for Cylinders 35, 36, —
and 38. Similar curves were drawn for all the other cylinders of £he
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test serles aléo, since they were nseded in é.etemining by extrapolation
the strain at the moment of buckling. Figures 43 to 46 represent, there—
fore, typlcal examples of different serles of curves.

A1l the curvea begin as stralght lines in good approximetion. Near
the buckling load some of them increese more repidly, but the rate of
Increese of others becomes smsller or even negetive. For instance, for
the end band of Cylinder 35 {fig. 43) the slopeof the strailn curve of one
of the edge stringers Increassmes, but that of the other remalns unchanged.

A gimiler situatlion exists In the stringers adjacent to the edge stringer
in which the sbasolute value of the straln is higher than that 1n the edge
stringsr. In the end bands of the edge stringers of Cylinder 36 (fig. uUlk)
the streln becomes practically constant when the buckling load is espproached.
This condition is probably due to the fact that the edge stringers were
bent considerably in the last stages of loading before buckling occurred.
In the stringers next to the edge of thls same cylinder the rate of in—
crease of thes strain becomes slightly grester in the last stages of loading,
go that the maximm value of the strain 1ln the stringer next to the edge

is considerably higher than that in the edge stringer when buckling occurs.
In the end bands of Cylinder 38 (fig. 45) the mitrain in the edge stringer
incresgses slightly, that in the stringer next to the edge somewhet more
rapldly, and that in the second stringer from the edge more =nd more slowly
as the buckling load 1s approached. Thus at buckling the meximum strain

ig reached in the stringer next to the edge, bul during the sarlier siages
of lozding the second stringer from the edge carrles the highest loads.

The situation is shown to be gquite similar 4in figure 46, which represents
the strain in the middle band of Cylinder 38.

Straln Factors

The most important results of the straln measurements are presented
in figures 47 end 48 in the form of strain factors. A strain factor is
the ratlo of the maximum vaelue of the normal strain measured Iin the
cylinder to the maximum theoretical strain calculated at the same load
from the formule Mc/I,. The valus of I, 1is calculated for the middle

sectlion of the cylinder where the cutout is located. The strain factors
are glven for each 10 percent of the moment measured at buckling in
figure 47 and for each 20 percent in figure 48. Figure 47 presents the
strain factors for the cylinders having 8 stringers, figure U8 for tuose
having 16 stringers. The ordinate 1s the strain factor and the sbscissa
the circumferentisl length of the cutout in degrees.

The value of the stralin factor does not differ materislly from unity
except for Cylinder 36, which had 16 stringers and a cutout extending
over 1359, It appears, therefore, that the maximum strain, and conse—
quently the maximum stress, can be calculated with reasonsble accuracy .
from the formule Mc/I; when cylinders of a construction similar to that
of the test specimens are subjected to pure bending. The maximm
stresses may be considerebly higher, however, when the cutout is very
large (near 135°),
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General Instabllity

All nine cylinders tested failed in general instability. In all the
tests the edge stringer on the compression side showed large deflections
before buckling occurred. At the moment of buckling the edge stringer
and one or two adjecent stringers, as well as the sheet covering between
them, were suddenly displaced and this displacement was always accom-

. panied by a sudden, though often not very large, decrease in the applied
load. In a number of tests the loading was continued after buckling. In
these cases 1t was always poesible to increase the value of the loed
prevaelling after the drop, but the load prevailing just before buckling
was never again reached. After a steady Increase in the load, & second
sudden drop occurred at the moment when one or more additional stringers
buckled. In such a manner three consecutive buckling loads were obtained
with some cylinders. Of the three loads the first one was always the
highest. The buckled shapes of the cylinders at the different stages of
loading are shown in figures 50 and 51.

It was noticed that the tension side of the cylinder did not distort
at all and the loading head was not rotated. Consequently, the use of
the swiveling parallel linkage In place of the ordinery parallel linkege
proved to be an unnecessary measure of precaution. In some cases the
edge stiringer buckled in the inward direction, in others in the outward
direction. It was not possible to establish any systematic preference
for the direction of buckling.

The buckling load decreased with increasing size of the cutout.
The buckling loads are plotted in figure 49 against the size of the cut-
out. Cylinders 38, 35, and 36, having 45°, 900, and 135° cutout,
respectively, and 16 stringers show a comparatively rapid. increase in the
buckling load as the circumferential size of the cutout decreases. For
comparison, the buckling load of Cylinder 11 is also plotted. This
cylinder was tested in the serles of complete cylinders described in
reference . The dashed portion of the curve shows a sudden increment

in the buckling load at 0°. The Jump corresponds to the difference
between the buckling loed of a cylinder which i1s slotted along a

genserator {corresponding to a 0° cutout) and that of a complete cylinder.

Cylinders 39, 37, and kO had eight stringers and cutouts of 45°, 90°,
and 135°, respectively. The calculated buckling load of a complete
cylinder having eight stringers fs also shown in figure 49 for comparison.
It was calculated by the method presented in reference 6.

The buckling loads of Cylinders L4l, 42, and k3 constitute the third
group of points In figure 49. These three cylinders had eight stringers
each and a cutout extending over 90° in the circumferential direction.
The length of the cutout in the axial direction was 12.9 inches, corre-
sponding to two ring fields. The buckling loads of these three cylinders
were very much alike and slightly higher than the buckling load of
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Cylinder 37. Cylinder 37 differed from Cylinders L4l to 43 inasmuch as
1ts cutout extended over three stringer flelds. The pwrpose Iin testing
Cylinders k1, k2, and k3 was to investigate the effect of the length of
the cylinder upon the buckling load. The lengths of Cylinders hl, L2,
end 43 were 39, 6k, and 90 inches, respectlively. The differences in the
buckling load were small and they were not systematice.

Table IT gives the maximum moments carried by the various cylinders
together with data concerning the bshavior of each cylinder after buck-
ling. The average drop immediately after collapss was 1l.6 perceat of
the origlnal buckling load. PBach cylinder was tested agaln after the
final load had been left on overnight. The average maximm bending
moment reached on the second day of loading of the cylinders was
83.8 percent of the original buckling load. After this new maximum was
reached, the load was entlirely removed and then the cylinders were loaded
once againe. The average maximum load reached In thils last test was
78.2 percent of the criginal buckling load.

CONCLUSIONS

The followlng conclusions can be drawn on the basls of testing nilne
reinforced monocogque cylinders with side cutout in pwre bending:

l. On the ccamplete side of the cylinder the stress distribution l1s
linear in very good approximetlon, both at the ends of the cylinder and
in the middle where the cubout is located.

2o On the cubout side the stress is usually higher 1n the middle of
the edge stringer than in the strihger locabed In a corresponding positlon
on the complete side of the cylinder. In cylinders having large cubouts
thils stress is often the maximum stress 1ln the entire cylinder. The
stress in the cub stringers is always less than in corresponding
stringers on the complete slde of the cylinder.

3. The maximum value of the stress can be calculated in first
approximation by means of the conventional bending formuls Mc/I in which
T is determined on the basis of the section of the cvlinder in which the
cutout is located. When calculating this moment of inertla, the
effective width of sheet should be used. Deviatlons of the actual
maximum stress from the values calculated can be estimated with the ald
of the strain factors presented.

L. The buckling load of the cylinder decreases as the size of the
cubout increases. In cylinders constructed similarly to those teated,
velues of the bending moment at buckling can be estlimated with the aid of
the date presented on the effect of size'of cubout on critical moment.
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5. The cylinders can carry large loads even after buckling. In
goneral, the size of the bulge and the number of the bulges increase
when the loading is continued after the first buckling.

Polytechnic Institute of Brooklyn
Brooklyn, Ne Y., February 6, 1946
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TABLE I.- FORCE AND MOMENT EQUILTERIUM

15

Load
Cylinder Condition First Second

Moment Force Moment Force

(in.-1d) (1v) (in.-1b) (1p)

35 Applied 36,200 o 64,800 o
Band A 33,600 -37 55, 800 -12k

Band ¥ 33,800 =71 56,100 -16

Band T 3k, %00 55 €1,600 =179

36 Applied 27,200 (o] 42,200 c
Band A 23,600 36 37,300 -32

Band E 2k,600 -133 38,700 -102

Band T 24,500 81 s -128

37 Applied 11,300 o 20,600 o
Band, A 10,k00 25 19,800 10

Band E 9,100 3 17,800 17

Band T 10,900 10 21,400 3

38 Applied 1%, 300 0 33,900 o
Band A 1%, 800 61 31,k00 2

Band E 13,500 -8 30,700 -k9

Band T 1%,700 -37 32,600 -32

39 Applied 12,100 0 29,500 o
Band A 11,600 -3 30,100 o]

Band E 10,200 -12 26,100 28

Band & 11,000 10 27,800 22

Bend T 12, 800 20 32,000 32

ko Applied 11,300 0 22,100 o
Band A 12,%00 b7 25,300 79

Band C 11,300 25 22,800 32

Band E 10,700 o 21,600 -10

Band T 12,700 -ho 27,900 -331

k1 Applied 13,%00 0 29,300 0
Band B 14,100 165 29,700 -8

Band C 14,100 25 30, 300 -8

Band F 15,200 37 31,ko02 -25

b2 Applied 18,000 0 30,100 o
Band A 18,000 -116 31,000 -257

Band C 16,600 -91 27,950 -180

Band ¥ 16,700 -59 30,400 -180

Band G 18,300 -26h 29,900 -353

k3 Applied 16,500 o] 29, 300 o
Band A 13, 800 -hh 27,500 -11§

Band D 13,700 -138 26,400 -2h2

Bands G end E 14,600 =42 27,700 -8

Band T 14,600 -6 27,600 -109

Band L 14,700 -69 27,400 -123

Band N 17,000 -200 31,200 -84
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(a) Side view of cylinder 35.

Figure 50,- Photographs taken after loading had been continued after buckling,
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(b) Inside view of cylinder 35.

Figure 50.~ Continued,
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{(d) Side view of cylinder 37.

Figure 560.- Continued,
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(e) Imside view of cylinder 37.

Figure 50.- Continued.
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(f) Inside view of cylinder 38.

Figure 50.- Concluded.
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(a) Side view of cylinder 39.

Figure b1,- Photograph taken immediately after buckling,
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(b) Side view of cylinder 40.

Figure 61.~ Centinued.
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(c) Inside view of cylinder 40,

Figure 51.- Continued.
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(d) Side view of cylinder 41.

Figure 51.- Continued.
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(e) Side view of cylinder 42,

Figure bl.~ Continued,
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(e) Side view of cylinder 42,

Figure 61.~ Continued,
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(f} Inside view of cylinder 43,

Figure 51.- Conciuded,
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